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FINISHED DRAINAGE

PROPOSED 
STRUCTURE

DRIVEWAY

.

• THE STREET SHALL BE SWEPT CLEAN BEFORE THE END OF EACH DAY OF ACTIVE 
CONSTRUCTION, WHEN SEDIMENT IS TRACKED ONTO THE STREET.

• AREAS WITH SLOPES GREATER THAN 3:1 AND AREAS ADJACENT TO WETLANDS/WATERBODIES 
DISTURBED DURING CONSTRUCTION SHALL BE PROTECTED WITH TEMPORARY VEGETATION, 
MULCHING OR OTHER MEANS AS SOON AS PRACTICAL.

• ALL EXPOSED SOIL AREAS SHALL BE STABILIZED AS SOON AS PRACTICAL.
• UNWORKED SOILS THAT REMAIN EXPOSED AND NOT IN USE FOR LONGER THAN 14 DAYS SHALL 

BE SEEDED WITH TEMPORARY SEED (GRASS, OATS OR WHEAT) IN ADDITION TO BEING 
STABILIZED.

• NO CONCRETE WASHOUT SHALL OCCUR ON SITE UNLESS IT IS DONE WITH AN APPROVED MPCA 
DEVICE OR STANDARD.

• STOCKPILES SHALL BE STABILIZED AND SURROUNDED WITH ADEQUATE PERIMETER CONTROL TO 
PREVENT SEDIMENTATION.

• INLET PROTECTION FOR ALL STORM SEWER INLETS DOWNSTREAM AND WITHIN ONE BLOCK OF 
SITE SHALL BE INSTALLED AND MAINTAINED

• SITE SHALL BE KEPT CLEAN AT ALL TIMES AND REFUSE PROPERLY CONTROLLED.
• TEMPORARY PUMPING SHALL NOT BE PERMITTED WITHOUT USE OF AN APPROVED MPCA DEVICE 

OR STANDARD.
• SOIL COMPACTION SHALL BE MINIMIZED.
• ALL TEMPORARY SYNTHETIC BMP'S TO BE REMOVED UPON PERMANENT STABILIZATION. 
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and places any user(s) on notice that reliance upon 
said plans shall be at the sole risk of the user(s).  
The selection of correct structural m

aterials and 
the application of architectural principals is a 
precise art, the responsibility for w

hich rests w
ith 

the builder, the ow
ner, or the user of these plans.
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1 SITE PLAN


	A6 - SITE PLAN



